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Beschreibung 



Bin beleuchteter Rutenhalter 



Wenn bei Nacht BiG erfolgt, und die Angel vom Rutenhalter 
angehoben wird, geht automatisch eine Lampe an, die 
10 bis 15 Meter iiber das Wasser scheint und 2 Meter 
breit leuchtet* 

Es passiert nicht mehr mit dem Unterf angkescher beim 
Unterkeschern, daB die Schnur angestofien wird, der 
Angler sieht auch sofort, was am Haken ist und 
braucht keinen andern zu behelligen, indem er saqt: 
"leuchte mal." 



Schutzanspruch 
JB - Beleuchtungsrutenhalter 

bestehend aus: 

1. 3 mal verschraubbares Teleskopgestelle 
2x waagerecht lx £>uer) 

2. V - Rutenhalter mit Einlegeschalter 

3. Verstellbare Lampe ( Scheinwerf er ) rund oder viereckig 

4 . Standgestange verstellbar 

5. Dreibein mit ErdspieB auch verstellbar 

6. Drei Zeltheringe zur Befestigung im Erdreich 

7. Batterieschalter am unteren Standgestange mit 
Steckverbindungen Ein - und Ausschaltbar 

8. Beleuchtungskabel verlauft im inneren des Gestanges 
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BASIC-ABSTRACT: 

The holder consists 
telescopic parts 
screwed together, a 
rectangular 
head-light . 

The tripod stand is 
the ground, and 
three tent pegs. The bottom stand bar has a battery 
switch, with on and off 

switches on the sockets. The lighting cable runs inside 
the bars . 

ADVANTAGE - When the rod is lifted from the holder at night 
when a fish bites, 

a lamp automatically switches on and lights an area of 
water 2 metres wide by 
10 to 15 metres long. 
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